STREET NAME SIGN FABRICATION DETAIL

SIGN:

6"x 24", MINIMUM SIZE, 6"x 36" MAX.
8"x 30", MINIMUM SIZE, 8"x 36" MAX.
ATTACH SIGN TO POST WITH 3/8 " x
GALVANIZED BOLTS WITH WASHERS ON
FRONT AND BACK.

BACKGROUND:
GREEN BACKGROUND

LETTERS:

WHITE, REFLECTIVE V.I.P. DIAMOND SHEETING

4"UC B SERIES (RESIDENTIAL STREETS
5”UC B SERIES (ARTERIAL STREETS)

(RESIDENTIAL)
(ARTERIAL)
-

90 DEGREE CROSSPIECE
WITH 12" BLADE HOLDERS

)

2" SQUARE CAP
WITH 12" BLADE HOLDER

J ol

TYPICAL SIGN INSTALLATION DETAIL

IN-SIDEWALK INSTALLATION IN-GROUND INSTALLATION

SIGN POST

2—-90 DEGREE
CORNER BOLTS

EXISTING SIDEWALK \

. SIGN POST
x
<
- /
o

GROUND

3" MAX.

EXISTING
/SIDEWALK

CONCRETE CLASS 3000— ||

2ot E S
SAND -
i 18" STIFFNER SLEEVE .
18" STIFFNER SLEEVE/ pe) 12 GAUGE =]
12 GAUGE "
. SET ANCHOR
., IN CONCRETE
12” DIAMETER ; CLASS 3000
PVC PIPE \
- 30” ANCHOR
30" ANCHOR/
POSTS: SIGN HEIGHT:
2”x2” 14 GAUGE (.083) QWIK PUNCH A.S.T.M. A570, FROM THE GROUND TO THE BOTTOM OF

WITH ANCHOR AND STIFFENER
SLEEVE. SEE DETAIL.

THE STREET SIGN SHALL BE 7°'—0" (MIN.)
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